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Recommended Travel: 167 (4.24) (122) % SPR-30%
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Operating Temperature r— 1193028 ==
« All Springs, except Super: -55°C to +150°C = é SPR-25W-1
« Super Spring: -55°C to +105°C Ry
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Spring Force in oz. (grams) iRspRERS aeme! T
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Light =2 075@1)  20(57) Bces ey B ! EPR-ZoW-2
Standard -4 1.50 (43) 40(114) ‘ SRRERaHH | '
Alternate -6 258 (73) 6.0 (170) bﬁ 694 (17.36) ——+] y Ll SPR-25W-2L
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Elevated - 65 256073  65(184) 025 (054 T, EPR-2sW-2L
High = 2.84 (81) 8.0 (227) | i
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UltraHigh  -10 1.77(50)  10.0(283) !< 1.04 2652) | ¥ SPR-25W-2LL
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Premium -12 4.49(127)  12.0(340) 7025 (0.64) e i EPR-25W-2LL
Super -16 390 (1)  16.0 (455) JyBsss '
L 1.56 (39.62) :
410 (10.41) ek
Electrical (Static Conditions) < ﬂ—g - SPR-25W-3
Current Rating: 8 amps Hompe EE
Average Probe Resistance: <8 mOhms T
Materials and Finishes ‘ "
Plunger: High performance alloy Tlp Slv|& (ADDITIONAL TIPS AVAILABLE)
LFRE proprietary plating A B H H79 I I8 115
Barrel: \é\’;rdkS;ft‘izng\?el:n‘;fgmgf”m DO60(152) ©.034(086) B.060(152) 0.O079(201) ©.033(084) 0.033(084)  ©.033(0.84)
Spring: All Stainless Steel, except Super < N 150
P — T —-\
Super: Music Wire 20 e g & e @ Bﬁ% T — s E\%/%
Ball: Stainless Steel buss
Receptacle 135 140 J L L18 L36 T
Hole diameter: 2.067 to .069 (1.70t0 1.75) §.034(085) ©.033(084) ©.025(064) ©.050(127) ©.018(046)  ©0.034(0.86)  0.060 (1.52)
Suggested drill: #51 or1.75 mm
Material a R . B
« SPR Housing: Nickel Silver, Gold plated = e e mE ¢ CAN .o,
* EPR Housing: Nickel Silver, unplated
Post: Phosphorous Bronze, Gold plated
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-—%&% 5’ Dimensions in inches (millimeters). Specifications subject to change without notice.
26 K company L Consult factory for other temperature requirements, and applications below -40°C.
ECT-CPG.com Stocking Disclaimer: Stocking levels for part numbers listed in this catalog are subject to change.
shop.ECT-CPG.com Availability is based on current levels of usage and demand.



